
TO DUCT COLLAR AND

SCHEDULED NECK CONNECTION

DUCT SIZE IS SAME AS

SEALANT AFTER ADJUSTMENT

SEAL JOINTS WITH DUCT

ADJUSTABLE ELBOW.

INSULATED FLEXIBLE DUCT

MAX.  LENGTH 2'-0"

S.S. SCREW CLAMP

SPIN-IN FITTING WITH

SECURE FLEXIBLE DUCT

INSULATION

DIFFUSER

CEILING

OF DIFFUSER

LOCATED IN RISER OR HORIZONTAL RUN.

OF BELLMOUTH FITTING, PROVIDE SPIN-IN FITTING.  FLEX DUCT MAY BE

ONLY WHERE THE DUCT HEIGHT DOES NOT ALLOW THE INSTALLATION

HEIGHT OF DUCT SHOWN ON PLANS CAN ACCOMODATE THE FITTING.

THE FLANGED BELLMOUTH FITTING MUST BE PROVIDED, WHERE

CEILING DIFFUSER CONNECTION DETAIL
NOT TO SCALEM02

INSULATION

OPERATOR THRU

EXTEND DAMPER

CEILING

SUPPLY DUCT

DIFFUSER

CEILING

INSULATION

OPERATOR THRU

EXTEND DAMPER

NOTE:

DAMPER

WITH DAMPER

SPIN-IN FITTING

OF DIFFUSER

TO DUCT COLLAR AND

JOINTS WITH DUCT

ADJUSTABLE ELBOW. SEAL

INSULATED FLEXIBLE DUCT

MAX.  LENGTH 2'-0"

S.S. SCREW CLAMP

SPIN-IN FITTING WITH

SECURE FLEXIBLE DUCT

INSULATION

ADJUSTMENT

SEALANT AFTER

DAMPER

SCHEDULED NECK CONNECTION

DUCT SIZE IS SAME AS

CEILING

SUPPLY DUCT

FITTING WITH DAMPER

FLANGED BELLMOUTH


	Model

