
USE SPECIAL SUPPLY HOSE AND3.

ELECTRIC HUMIDIFIER DETAIL

(ƒ" CONN.)

DRAIN LINE

UNION
BALL VALVE

FEED WATER LINE

1.  ALL GALVANIZED STEEL SHALL CONFORM TO ASTM A36.

M18
NOT TO SCALE

2.  ALL WELDED JOINTS

GENERAL NOTES:

5.

4.

MANUFACTURER'S WRITTEN INSTALLATION

ELEVATION OF SUPPLY DUCT UNLESS

OF PANEL SHALL BE AT THE SAME

RODS AND CHANNELS. ELEVATION

STRUCTURE WITH ‚"{ HANGER

SUPPORT HUMIDIFIER PANEL FORM

HUMIDISTAT PER HUMIDIFIER

PROVING DEVICE AND HIGH LIMIT

INSTALL DUCT MOUNTED AIR FLOW

CONDENSATE LINE AS RECOMMENDED

INSTRUCTIONS.

NOTED OTHERWISE.

BY MANUFACTURER.

INSULATION

DICT WITH

SUPPLY AIR

NOTES:

FROM DUCT TO HUMIDIFIER)

LENGTH AS REQUIRED (SLOPE

FLEXIBLE STEAM SUPPLY HOSE

SUPPORT AT TOP OF DUCT

STEAM DISTRIBUTOR

METAL CABINET

DISPOSABLE CYLINDER

NOTE 1

SEAL (NOTE 2)

CONDENSATION

LENGTH AS REQUIRED

CONDENSATE RETURN LINE

2.

1.

PERFORATED COPPER STRAP

PROVIDE TRAP IN CONDENSATION

PIPING TO AVOID ACCUMULATION

INSTALL STEAM DISTRIBUTION

OF CONDENSATION.

LINE.


	Model

